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ELECTRIC STACKERS

MADE IN
CZECH REPUBLIC

F 20APP
F 20APP2,5
F 20AP3/SBP
F 30AP/SBP
F 30AP2,5/SBP
F 30AP3/SBP

Capacity 2000/3000kg



MANIPULAČNÍ TECHNIKA

Výroba, prodej a servis manipulační techniky • Herstellung und Verkauf der Manipulationstechnik • Manufacture and sale of the handling equipment 
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Indentification

1.1 Producer BELET a.s.
1.2 Type F 20APP/F 30AP/SBP
1.3 Drive motor electric
1.4 Steering method walking
1.5 Load capacity Q (t) 2,0/3,0
1.6 Load centre distance c (mm) 600
1.8 Distance between driving axle to forks x (mm) 725
1.9 Wheel base centre y (mm) 1300

Wheels

3.1 Tyres rubber / polyurethan
3.2 Wheels dimensions (mm) ø 82x80 Pu
3.3 Front wheel dimension (mm) ø 220x100 G
3.4 Additional wheels dimensions (mm) ø 150x50 Pu
3.5 Number of front/back wheels 1x +2/4
3.6 Track width additinal wheels b10 (mm) 810
3.7 Track width b11 (mm) 370

Dimensions

4.15 Min. fork height h13 (mm) 85
4.19 Overall length l1 (mm) 1975
4.20 Length to fork face l2 (mm) 810
4.21 Overall width b1 (mm) 850
4.22 Fork dimensions s/e/l (mm) 70 / 200 / 1150
4.25 Overall fork width b5 (mm) 570
4.32 Ground clearance , centre of wheel base m2 (mm) 15
4.34 Working aisle with pallet 800x1200 lengthwise ast (mm) 2345
4.35 Turning radius wa (mm) 1570

Performance

5.1 Driving speed with/without load km/h 5/6
5.2 Lifting speed with/ without load m/s 0,11/0,33
5.3 Lowering speed with/without load m/s 0,5/0,2
5.8 Max. performance with/ without load % 5/10

5.10 Service brake electromagnetic

Motor

6.1 Drive motor kW 1,2
6.2 Lift motor kW 3
6.4 Battery V/Ah 24V/240 -320 Ah
6.5 Battery service weight kg 200/270

Battery size L/P/H (mm) 790 / 210 /470
8.1 Driving control type electronic

TYPE F20APP F 20APP2,5 F 20AP3
/SBP

F 30AP
/SBP

F 30AP2,5
/SBP

F 30AP3
/SBP

4.2 Service weight kg 830 920 950 1080 1170 1200
4.3 Height mast lowered h1 (mm) 2065 1775 2025 2065 1775 2025
4.4 Lifting height h3 (mm) 1600 2500 3000 1600 2500 3000
4.5 Height mast extended h4 (mm) 2 065 2960 3 470 2065 2960 3470
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